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X

4"

Typ

6" to 12"

SERVE END OF WIRE

WITH 5 WRAPS Min OF

GALVANIZED STEEL WIRE

3 BOLT GUY CLAMPS, Typ

FOR NUMBER REQUIRED

SEE TABLE A

 
WIRE SIZE

TABLE A

NUMBER

OF CLAMPS

 5/16 "

 3/8 "

 7/16 "

 1/2 "

1

1

2

3

MESSENGER OR

GUY-WIRE

ANGLE THIMBLE EYE

WHEN REQUIRED

THIMBLE, THIMBER

EYE, OR STRAIN

INSULATOR

AUTOMATIC

DEADEND

TERMINATION OF WIRES USING AUTOMATIC DEADEND

THIMBLE EYE BOLT

WIRE TERMINATION

MESSENGER WIRE

NUT, JAM NUT

AND WASHER

ANGLE THIMBLE

EYELET

WIRE TERMINATION

GUY-WIRE

MESSENGER POLE DEADEND WITH GUYWIRE

MESSENGER WIRE

MESSENGER WIRE

TERMINATION

THIMBLE

POLE BAND

LAG SCREW, Typ

MESSENGER WIRE DEADEND USING POLE BAND

4"

 

THIMBLE, THIMBER EYE,

OR STRAIN INSULATOR

MESSENGER OR

GUY-WIRE

ANGLE THIMBLE EYE

WHEN REQUIRED

ALTERNATIVE TERMINATION OF WIRES USING GUY CLAMPS

6"

Min
6"

Min

WOOD POLE

WOOD POLE

WOOD POLE

MESSENGER WIRE CONNECTION TO

TANGENT POLE OR CORNER POLE

THIMBLE

EYE BOLT

NUT, JAM NUT

AND WASHER

BAND MULTIPLE CABLES

TOGETHER EVERY 6"

WIRE TERMINATION, Typ

MESSENGER

WIRE

LASHING

WIRE, Typ

CLAMP OR CABLE

BAND, Typ

WOOD POLE

  

ALTERNATIVE MESSENGER WIRE CONNECTION TO

TANGENT POLE OR CORNER POLE UP TO 35 DEGREES

LASHING

WIRE, Typ

CLAMP OR CABLE

BAND, Typ

BAND MULTIPLE CABLES

TOGETHER EVERY 6"

6" TO 12"

MESSENGER WIRE

LASHING WIRE WITH ONE 360^ SPIRAL

PER FOOT CLOCKWISE AND ONE 360^

SPIRAL PER FOOT COUNTERCLOCKWISE

DOUBLE LASHING DETAIL

TYPICAL LASHING DETAIL

CABLE (S)

LASHING WIRE WITH ONE

360^ SPIRAL PER FOOT

3 BOLT MESSENGER SUSPENSION

CLAMP. USE ANGLE CLAMP FOR

CORNER BETWEEN 10 AND 35 DEGREES

(BOND MESSENGER TO POLE GROUND)

6"

Min

MESSENGER WIRE

MESSENGER WIRE

MULTIPLE POWER,

COMMUNICATIONS, SIGNAL

AND DETECTOR CABLES

xs18-080-2

SEE NOTE 1

3
"  

DETAILS NO. 2
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TEMPORARY WOOD POLE 

 Notes:

 

   1.  Do not use where:

 

        a)  The shorter span is less than 95% of the longer span.

 

        b)  A portion of the cables do not continue through.

 

        c)  The elevation change in either or both spans is greater than 10%.

 

        d)  The sag in one span is more than 5% larger than in the other span.

 

        e)  The wires support traffic signals.


